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Right up until the moment of delivery, 

the architectural environment remains 

residential in order to best support and guide 

the customer towards this final exceptional 

moment, the unveiling of the car.

DELIVERY AREA05    



STANDARD PROJECT  |  COMPONENTS PLACEMENT
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GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear
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STANDARD PROJECT  |  TOP VIEW

GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear

WL 	WHITE LACQUERED
	 Ref: RAL 9010

BrL  BRAND LOGO
	 Finish: White PMMA 10mm
	 Front finish: Black lacquered RAL 9005
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MATERIAL BOARD 

AGC

BCT

ML

BPBPC

GP

GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear

WL 	WHITE LACQUERED
	 Ref: RAL 9010

BrL  BRAND LOGO
	 Finish: White PMMA 10mm
	 Front finish: Black lacquered RAL 9005
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STANDARD PROJECT
LAYOUT

LAYOUT 

LAYOUT  VARIANT

GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear

WL 	WHITE LACQUERED
	 Ref: RAL 9010

BrL  BRAND LOGO
	 Finish: White PMMA 10mm
	 Front finish: Black lacquered RAL 9005
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AFTER SALESDELIVERY AREA

RECEPTION

LOUNGE
AREA

SALES AREA
SHOWROOM

SALA

AFTER SALESDELIVERY AREA

RECEPTION

LOUNGE
AREA

SALES AREA
SHOWROOM

SALA
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lighting type by area

AFTER SALES

SALES AREA
AREA DI

VENDITA

DELIVERY AREA

RECEPTION

LOUNGE
AREA

SHOWROOM

CONFIG
AREA

AFTER SALES

SALES AREA
AREA DI

VENDITA

DELIVERY AREA

RECEPTION

LOUNGE
AREA

SHOWROOM

CONFIG
AREA

SPOT LIGHT
Black finish RAL 9005

WALL WASHER 
FOR VISUAL
light Tempera-
ture: 4000°k 

INTEGRATED RAIL

WALL WASHER
Colour temperature 
4000°K
Used for: Visuals

SPOT LIGHT
Colour temperature 
3000°K
Used for: Facade

LUX NEEDED

LIGHTING REFERENCES

SHOWROOM

Vehicles
Visuals
Desk / configurator
Corridor

800/1100 lux
800lux
600lux
According to local legacy

SPOT LIGHT
Colour temperature 
3000°K / 4000°K
Used for:
Cars, showroom

STANDARD PROJECT
LIGHTING LAYOUT

GP

GLA

BPC

LIGHTING LAYOUT 

DIRECTIONAL 
SPOTLIGHT

Light temperature: 4000°k

BLACK 
LIGHTING RAIL

RAL 9005

GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear

WL 	WHITE LACQUERED
	 Ref: RAL 9010

BrL  BRAND LOGO
	 Finish: White PMMA 10mm
	 Front finish: Black lacquered RAL 9005
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60X60 CM 100X100 CM

100 cm variable

GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear

WL 	WHITE LACQUERED
	 Ref: RAL 9010

BrL  BRAND LOGO
	 Finish: White PMMA 10mm
	 Front finish: Black lacquered RAL 9005
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STANDARD PROJECT
FLOOR & LIGHTING LAYOUT

FLOOR & CEILING LAYOUT 

FLOOR TILES 100 X 100CM
Ref: GRANITI FIANDRE
Fjord black 100x100cm
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DETAIL 01B 
V2 - exposed ceiling

DETAIL 01A
V1 - reflected ceiling

DET 01A

DET 02

DET 03

DETAIL 03
sliding door system

DETAIL 02
sliding door system

DET 01B

STANDARD PROJECT
CROSS SECTION AA’

GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear

WL 	WHITE LACQUERED
	 Ref: RAL 9010

BrL  BRAND LOGO
	 Finish: White PMMA 10mm
	 Front finish: Black lacquered RAL 9005
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DET 03

DET 02

STANDARD PROJECT
CROSS SECTION BB’

DETAIL 01B 
V2 - Exposed Ceiling

DETAIL 01A
V1 - Reflected Ceiling

DETAIL 03
Sliding Door System

DETAIL 02
Sliding Door System

DET 01A
DET 01B

GP 	GREY PAINT 
	 Ref: RAL 7040

BP 	BEIGE PAINT
	 Mat finish 15% reflection
	 Ref: Chromatic, CH02 0056 Blanc Balme

BPC 	BLACK POWER COATED
	 Ref: RAL 9005

BCT 	BLACK CERAMIC TILES
	 Ref: GRANITI FIANDRE
	 Fjord black 100x100cm

GLA 	GLASS
	 Ref: Extra clear

WL 	WHITE LACQUERED
	 Ref: RAL 9010

BrL  BRAND LOGO
	 Finish: White PMMA 10mm
	 Front finish: Black lacquered RAL 9005




