Jeep




DELIVERY AREA
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DELIVERY AREA_ Mandatory Elements Jeep

If present the sliding door the visual will be 3x3 m;
otherwise if the sliding door is not present the visual
will be at full height with a limit of 4 m.

4xe DELIVERY PANEL SEVEN SLOT GRILLE

JEEP BIG VISUAL
DELIVERY

DEALER - CORPORATE IDENTITY BOOK BACK TO INDEX <Jij 147



GENERAL LAYOUT

ARCHITECTURAL AMBIENT FINISHES

3 MUD PAINT
Pantone 404 CP

AUTUMN LEAF PAINT
Pantone 7751 CP

MANDATORY ELEMENTS
8 4Xe DELIVERY PANEL

#3 SEVENSLOT GRILLE

OPTIONAL ELEMENTS

£3 BIG VISUAL
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FLOOR LAYOUT Jeep

ELEMENTS

GRAY CERAMIC TILES

Ref 1: GRANITY FIANDRE

Gray Fjord 100x100cm

Ref 2: CASALGRANDE PADANA
Pietre di Sardegna 90x90cm,
STELLANTIS CAPRERA

REFER T
MULTIBRAI

GUIDELJNE

ELECTRIC AND NETWORK CONNECTIONS

Electrical connection

Gray Ceramic Tiles
Granity Fiandre
Gray Fjord

CASALGRANDE PADANA

Pietre di Sardegna
STELLANTIS CAPRERA
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GENERAL ELEVATIONS

ARCHITECTURAL AMBIENT FINISHES

#3 MUD PAINT
Pantone 404 CP

AUTUMN LEAF PAINT
Pantone 7751 CP

MANDATORY ELEMENTS
8 4Xe DELIVERY PANEL

#3 SEVENSLOT GRILLE

OPTIONAL ELEMENTS

£2 BIG VISUAL
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Sliding door - visual frame

Plasterboard ceiling

Suspended rails
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Charging box

4xe Delivery panel

Seven slot grille small

Sliding door - visual frame

Plasterboard ceiling

Suspended rails
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CEILING & LIGHTING LAYOUT Jeep

' ﬁ SUSPENDED RAIL

Colour temperature: 4000°K
CRI: 90°

Power: 28 W
Beam angle: 43° HC
Used for: Cars, showroom

Luminaire luminous flux: 2150 lm
Luminaire efficacy: 76 lm/W

SPOT LIGHT

Colour temperature: 4000°K

CRI: 90°

Power: 28 W

Beam angle: Asymmetric

Used for: Visuals

Luminaire luminous flux: 3400 lm
Luminaire efficacy: 122 lm/W

WALL WASHER

Colour temperature: 4000°K

CRI: 90°

Power: 32 W

Used for: Ambient

Luminaire luminous flux: 3250 lm
Luminaire efficacy: 101 lm/W

Suspended rails

LINEAR LIGHT
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