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IDEAL JEEP DEALERSHIP

THE JEEP EXPERIENCE & WAY OF LIFE

The Jeep dealership facility is designed 
to provide customers with a chance to 
experience the Jeep brand. The unique 
environment upholds the brand promise
to provide vehicles that support a lifestyle 
of boundless freedom, responsible adventure 
and vehicles that are reliable, safe, fun and 
environmentally friendly.

Key design elements of the Jeep facility 
include:
• Signature showroom facade
• Strong facility identity
• LED interior/exterior lighting
• Contemporary casework
• Brand merchandise retail environment
• 4xe
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BRAND IMAGE

Jeep brand is iconic, a status symbol 
representing a certain lifestyle that goes far 
beyond time and any geographical borders.
Off-road adventures and full control of the 
vehicle even in extreme conditions: these are 
the characteristic genetic traits of Jeep brand 
vehicles and their drivers.

People who choose the Jeep brand want 
substance, adventure, tradition and personality. 
But that’s not all. They also know that every Jeep 
vehicle was designed, modeled and produced as 
a piece of craftsmanship.

Every individual detail, every finish and every 
chosen material reflect the Jeep brand’s 
unconditional love for things done properly.
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SITE LAYOUT

REQUIRED SITE ELEMENTS

• Jeep brand sign
• Enough inventory display close to the 
showroom (e.g. at the front of the site)
• Display/storage space to provide enough 
supply of new vehicle inventory (defined
by the country)
• Convenient customer parking
• Prominent street front service drive entrance
• Painted test drive area
• Entrance elements to show opening hours 
by law

Recommended Site Elements
• A single entry/exit for customers
• The pad under the facility should be slightly
 elevated to allow better showroom visibility

Test drive area

Jeep Mountain

Jeep Brand Signage

Guest Parking

Showroom

Service

Service
Reception

Service Parking

Inventory

Entry

Inventory
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EXTERIOR BRAND IMAGE

The initial customer impression is created by the exterior
of the Jeep facility. The exterior design of the Jeep facility 
is a new global design. The ACM (Aluminium composite 
material) finishes are bamboo and anthracite gray, giving 
this facility a clean, modern look.

REQUIRED EXTERIOR ELEMENTS:
1. Brand logo
2. Expansive butt-jointed curtainwall for showroom glass
3. Street front service drive
4. ACM cladding (see Finish Schedule for details)
5. Dealer Name Letters, Service and Express Lane identity
6. Jeep Mountain vehicle display
7. LED exterior lighting
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EXTERIOR FINISHES

Notes 
• Color view on computer screen and printed may differ from actual material samples. Refer to actual material samples for color reference.
• Exterior of service department, parts department, and areas behind showroom; acceptable materials include metal, EIFS, and brick/block painted • EXP-J2 (SW Black Magic).
• Dealership name to be installed with standard identity program font and right justified to accent trim. 
• In the necessary circumstance that capture mullions are required due to climate concerns, they should be black to reduce visual appearance.
• All glass on front facade, whether curtain wall or storefront, to be butt-jointed.
• Vestibules are not required by STELLANTIS, but may be code required.
• In cold weather climates, 8” - 20 cm wall base is acceptable (finish color to match adjacent metal).

ACM-J1_Field Panel ACM-J2_Accent Panel ACM-J3 Material Arrangement CW-1_Curtain Wall Framing

Aluminum Composite Metal
Color: Anthracite Grey 
Pattern: Stacked

Aluminum Composite Metal
Color: Harvest Trail Bamboo 
Pattern: Stacked

High Polished Aluminum Anthracite Integrated Light 
(Front Facade only)
High Polished Aluminum
Harvest Trail Bamboo
Curtain Wall / Glass

Glass: 1” Insulated,
butt-jointed 
Vitro Solarban Low E on Acuity
Curtain Wall finish: Clear 
Anodized

Glass: 1” Insulated 
Vitro Solarban Low E on Acuity
Storefront finish: Clear Ano-
dized

1 2 3 4 5 SF-1_Storefront Framing6

1

2

3

4

5 6
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MATERIAL DETAIL

-UP PAINTED EXP-J2 

1
PROPOSED - WEST ELEVATION

ACCEPTABLE EXTERIOR MATERIALS 

INCLUDE METAL, EIFS, BRICK/BLOCK, 

OR TILT-UP PAINTED EXP-J2 

(BLACK MAGIC)

DEALERSHIP NAME TO BE 

INSTALLED WITH STANDARD 

IDENTITY PROGRAM FONT AND 

CENTERED WITHIN THE PANEL

GLASS AND ALUMINUM OVERHEAD 

ROLLING DOORS

BRAND BADGES CENTERED 

VERTICALLY ON FASCIA

22
PROPOSED - SOUTH ELEVATION

750 cm

20’ 6’’

24’ 6’’

750 cm

24’ 6’’

630 cm

1 2

2 1

3

3 2

3

EXTERIOR FINISH TAG LEGEND  

ACM-J2 Aluminum Composite Metal - Apolic 
Harvest Trail Bamboo

CW-1 Curtain Wall Framing - Kawneer 
Clear Anodized Butt Jointed

EXP-J1 Exterior Paint - Sherwin Williams 7067 
Cityscape - RAL9022, Satin

ACM-J1 Aluminum Composite Metal - 
Apolic Anthracite Grey

GL-1 Glass: 1” Insulated, butt-jointed Vitro 
Solarban Low E on Acuity

EXP-J2 Exterior Paint - Sherwin Williams 
6991 Black Magic RAL9004, Satin

ACM-J3 Aluminum Composite Metal - 
Alpolic High Polished Aluminum
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20' - 6"

ACCEPTABLE EXTERIOR MATERIALS 

INCLUDE METAL, EIFS, BRICK/BLOCK, 

OR TILT -UP PAINTED EXP-J2 

(BLACK MAGIC)

GLASS AND ALUMINUM 

OVERHEAD ROLLING DOORS

PROPOSED - NORTH ELEVATION

20’ 6’’

630 cm

1

2

ACCEPTABLE EXTERIOR MATERIALS 

INCLUDE METAL, EIFS, BRICK/BLOCK, 

OR TILT -UP PAINTED EXP-J2 

(BLACK MAGIC)

ACM-J2

20' - 6"

24' - 6"

OPTIONAL TRANSITION TO EIFS, 

PAINTED EXP-J2 (BLACK MAGIC).

REFER TO SHEET 4.6

1
PROPOSED - EAST ELEVATION

20’ 6’’

750 cm

24’ 6’’

630 cm

3 2 1

MATERIAL DETAIL

EXTERIOR FINISH TAG LEGEND  

ACM-J2 Aluminum Composite Metal - Apolic 
Harvest Trail Bamboo

CW-1 Curtain Wall Framing - Kawneer 
Clear Anodized Butt Jointed

EXP-J1 Exterior Paint - Sherwin Williams 7067 
Cityscape - RAL9022, Satin

ACM-J1 Aluminum Composite Metal - 
Apolic Anthracite Grey

GL-1 Glass: 1” Insulated, butt-jointed Vitro 
Solarban Low E on Acuity

EXP-J2 Exterior Paint - Sherwin Williams 
6991 Black Magic RAL9004, Satin

ACM-J3 Aluminum Composite Metal - 
Alpolic High Polished Aluminum
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ACM FABRICATORS_ Aluminum composite material

BUILDING DELIVERY TO ACM FABRICATOR
• Flat wall with 3/4’’ - 2 cm plywood 
(preferred) or gypsum optional
• Curtain wall/mullions in place 
• Primary building seal at windows
• Waterproofing
• Steel supports for entrance and service 
canopies
• Roof membrane wrapped over parapet 
wall into sheeting
• Electrical whips for lighting in canopies 

installed
• Clear access to work area
• Area for material storage

ACM INSTALLATION BY APPROVED 
FABRICATORS
The Jeep Image program requires all ACM to 
be installed by one of the suppliers program 
approved ACM fabricators. Each vendor has 
been approved by Jeep, however, it will be 
up to the dealer to choose which vendor they 

will hire for the project. The ACM panel 
system shall have 3/16’’ - 5 mm. Wide panel 
joints and a color matched ACM spline filler 
in reveal.

The ACM fabricator shall provide stamped 
engineering calculations and system 
modifications required to comply with the 
calculations.
Please reach out to one of the suppliers 
vendors to the right for a proposal before 

starting the building engineering drawings.

Dimension and technical specifications 
must be verified according to local 
regulations.
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JEEP ACM PANEL DETAILS
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FRAME CORNER DETAIL

Material Arrangement
Anthracite ACM
2” - 5cm Integrated Light (Front Facade only)
2” - 5cm High Polished Aluminum
Harvest Trail Bamboo ACM
Curtain Wall Frame & Glass
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JEEP ACM PANEL DETAILS

PARAPET  CAP  DETAIL BY ALPOLIC IS 
SHOWN FOR REFERENCE ONLY.  EXACT 

DETAIL DEPENDS ON WALL ASSEMBLY BY 
THE ARCHITECT OF RECORD.

3" = 1'-0"
2

ALPOLIC PARAPET DETAIL
3/16" = 1'-0"

3
TYP. WALL SECTION @ FRONT FACADE

G.C.

G.C.

APPROVED ACM 
VENDOR

APPROVED ACM 
VENDOR

G.C.APPROVED ACM VENDOR

ACM PANEL W/ 
INTEGRAL TRUSS 
SYSTEM BY 
APPROVED ACM 
VENDOR

TYP. WALL SECTION @ ENTRY PORTAL
4

JEEP ENTRY PORTAL
5

OPTIONAL EIFS REVEALS AS
INDICATED

OPTIONAL TRANSITION TO EIFS,
PAINTED EXP-J2 (BLACK MAGIC)
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CANOPIES BY APPROVED ACM VENDOR
STRUCTURAL STEEL BY G.C

STRUCTURAL ENGINEER TO COORDINATE W/
ACM FABRICATOR FOR STEEL SELECTIONS

ACM-03
High Polished Aluminum

Composite Material

ACM-02
AluminumComposite Material

(Beyond)

SF-1
Storefront Framing

GL-1
Insulating Glass System

SERVICE RECEPTION CANOPY
3'- 0" RECOMMENDED, 2'- 0" MINIMUM

ACM-02
Aluminum Composite Material

ROOFERS SEAL
MATERIALS,

WRAP MEMBRANE
OVER PARAPET

BREAK METAL PARAPET
CAP AVAILABLE IN

CUSTOM COLOR
(ACM-04) TO MATCH

ADJACENT ACM

FLASHING W/
SEALANT

(BY INSTALLER)
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FACADE LOGOS

NIGHT ILLUMINATION NIGHT ILLUMINATION

1
6

"

JEEP FACADE LOGOS
1. ~ 8 cm deep,beveled and brushed stainless steel
2. Logo is LED halo illuminated 

Letter Faces & Bevels
18GA stainless steel 304 with brushed horizontal satin #4 finish

Letter Returns
22GA stainless steel 304 with brushed aluminum horizontal 
satin #4 finish

Standoffs
40 mm long black aluminum pipe spacer painted black

Registration Mark (Circle & R)
3M Dark Gray 180C-441 dark vinyl on 6 mm stainless steel alloy 
304 with horizontal brushed satin #4 finish

DEALER NAME LETTERS
1. 40 mm deep, flat, horizontal brushed stainless steel
2. Letters are LED halo illuminated

Letters
1. 18GA stainless steel 304 with brushed horizontal satin #4 
finish
2. Halo-Lit reverse channel letters

Electrical
1. Sloan Prism White 6500k 7012969-6WSJI-MB
2. Power supply (Qty varies per site name) 60C1 (Damp/Dry) or 
Modular 60 (Wat)
3. Total Connection Load: (Qty varies per site name) A @ 120 V
4. Circuits Required: (1) 20 Amp
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STICKER OPENING HOURS

Cut out sticker applied to the side panel 
of the portal or on the glass door, or to 
the totem on which the Dealership or 
company name appears. 
The sticker indicates the opening hours 
of the Dealership and the web site address.

MATERIALS AND COLOURS
The texts are written in the ins titutional 
font Dax Medium extended 120%; are 
reproduced in mat black colour on glass 
door background and mat white on dark 
grey background.

FOLLOW LOCAL HABITS/FORMAT 
FOR OPENING HOUR LETTERING.

Dax Medium
extended 150% c.66

Dax Medium
extended 150% c.60

Dax Medium
extended 120% c.60
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