


CEILING PRINCIPLES Jeep

Recommended SOLUTIONS ALTERNATIVE SOLUTIONS
EXPOSED CEILING OR GYPSUM CEILING METAL MESH OR WOOD WOOL PANEL
Finish: RAL 7047 .
RAL 7047. Ref: Knauf Organic D/VK-10
Fibre thickness: Tmm
Min dimension: 60 x 120cm

CEILING HEIGHTS CLOSED EXPOSED

DELIVERY ?r%t;osrizgded 3.7m) {.;g?g;?élﬁdaéd&gén%ﬁm o a HJ SB;H“M‘L‘JL’TH‘BR‘/;;\ID RAL 7047.
3 B - GUIDELINE
2.8-3.2-3.8m 2.8-3.2-3.8m "
AFTERSALES [recomended 3.2m) [recomended 3.2m)
32-3.7m Lightrails at 3.2 - 3.5m
SHOWROOMS [recomended 3.7m) [rgcomended 3.5m)
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LENGTH

<.................................
<.................................

Find the shortest rail trak layout to aide
installations, finish and maintenance.

When the traks are longer make
adjustements and managing connection is
more demanding and maintenance is harder.

" PLEASE REFER TO
THE SBH MULTIBRAND
GUIDELNE e
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WIDTH

80

120CM

200

240CM

It is recommended to start the lighting rail
from 80 to 120 cm from the partition.
The lighting rails are then spaced equally

thereafter.

BACK T0 INDEX <~/

Jeep

FACADE

Partitions are built between two rail traks

to insure lighting quality. If any modifications
in the showroom partition layout occurs,

the lighting layout will not be affected.
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Jeep
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GYPSUM CEILING

SUSPENDED RAIL

Colour temperature: 4000°K
CRI: 90°
T Power: 28 W

Beam angle: 43° HC

Used for: Cars, showroom
Luminaire luminous flux: 2150 lm
Luminaire efficacy: 76 lm/W

SPOT LIGHT

VAN

Colour temperature: 4000°K

CRI: 90°

Power: 28 W

Beam angle: Asymmetric

Used for: Visuals

Luminaire luminous flux: 3400 lm
Luminaire efficacy: 122 tm/W

— Colour temperature: 4000°K
5 CRI: 90°
= Power: 32 W
E Used for: Ambient I
g Luminaire luminous flux: 3250 Im X ~X=200 to 240~ X
S Luminaire efficacy: 101 lm/W RAW & EXPOSED CEILING
Colour temperature: 4000°K | |
o CRI: 90° ' !
E Power: 48 W : :
" Beam angle: DPR diffuser (soft - e !
w light prismatic diffuser]
o
) S Used for: Sales Area Vehicles 1200 Lux [+/- 10%)
Luminaire luminous flux: 4596 lm
Luminaire efficacy: 96.5 lm/W Visuals 600 lux (+/- 10%)
Desk/configurator 700 lux (+/- 10%)
Corridor According to local legacy
Merchandise wall 700 lux (+/- 10%)
Mud Splash kit & logos 300 Lux (+/- 10%)
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Jeep
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ARCHITECTURAL AMBIENT FINISHES

3 MUD PAINT
Pantone 404 CP

AUTUMN LEAF PAINT
Pantone 7751 CP

GRAY CERAMIC TILES

Ref 1: GRANITY FIANDRE

Gray Fjord 100x100cm

Ref 2: CASALGRANDE PADANA
Pietre di Sardegna 90x90cm,
STELLANTIS CAPRERA

PLEASE REFERTO =%
THE SBH MULTIBRAND
DELJNE

MANDATORY ZONES
8 Hero Car Area
83 ixe Area
3 Sales station
3 Waiting Area
§3 Merchandise Area
a Accessories & Configurator

§8 Jeepvisuals
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Sliding door with visual

Merchandise monitor console

Merchandise wall

Jeep

Jeep world map kit

Configurator kit |
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Jeep heritage line

Sales desk

Jeep big visual
sales station

)
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Trunks podium kit

L4444444,210444

—
a

Mud splash kit

Coffee console

Waiting area

Seven slot grille small

Jeep Wall mounted
4xe panel

PLEASE REFER TO
THE LOCAL DEALER

BACK T0 INDEX <~/

Pictures are illustrative but number of vehicles
depends on local Dealer Standards.

Pictures are illustrative and intended to provide a clear
representation of where sales person area has to be
included in the overall concept but number of sales
person stations depend on local Dealer Standards.
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Jeep

SUSPENDED RAIL

Colour temperature: 4000°K
CRI: 90°

Power: 28 W

Beam angle: 43° HC

Used for: Cars, showroom
Luminaire luminous flux: 2150 lm i
Luminaire efficacy: 76 lm/W

SPOT LIGHT

VAN

Colour temperature: 4000°K

CRI: 90°

Power: 28 W

Beam angle: Asymmetric

Used for: Visuals

Luminaire luminous flux: 3400 lm
Luminaire efficacy: 122 tm/W

— Colour temperature: 4000°K
5 CRI: 90° X200
= Power: 32 W
E Used for: Ambient
% Luminaire luminous flux: 3250 lm ‘ ‘
r Luminaire efficacy: 101 tm/W ‘ ‘
| |
Colour temperature: 4000°K ! !
o CRI: 90° : :
<z,: Power: 48 W L 777777777 J
;: Beam angle: DPR diffuser (soft -
w light prismatic diffuser]
o
) S Used for: Sales Area Vehicles 1200 Lux [+/- 10%)
Luminaire luminous flux: 4596 lm
Luminaire efficacy: 96.5 lm/W Visuals 600 Lux (+/- 10%)
Desk/configurator 700 lux (+/- 10%)
Corridor According to local legacy
Merchandise wall 700 lux (+/- 10%)
Mud Splash kit & logos 300 Lux (+/- 10%)
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