Interior Ci
Peugeot / Opel / Vauxhall

Pre-installation works

Stellantis — CSMO/RSMO
September 2023



Opel - Ceiling Frame Light

= The cailing should be flat and level.
= The celling and sub structure need to be constructed

from a suitable matenal to support the unit
Floors up toand sumounding the amsa should be
suitable to erable a pallet ruck or equivalent, to
access the sile,

Electiric Cable position - electical set-up 220 V -
Cable 5 mt lenght {provided)

Catling meinforcement to suppon the structure

Weight: 30 kg
MNB: Fixture for ceiling NOT provided

—q-j—Ehcn'k:Cabb jpositon - Blectrical setup

220 - Cable 5m length {provided)
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Opel - Yellow Ceiling Module (large — 7 panels)

« The cedling should be fiat and level.

+ The celling and sub struclure need to be constructed
from a sultable matedal to suppornt the unit

+ Floors up to and sumounding the amrea should be
suitable to enable a pallet ruck or equivalent, to
access the s,

+  Calling reinforcement to suppon the structumne
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«  Calling fodng poinls

«  Weight: 60 kg
+  MNB: Fixture for celling NOT provided

CAUTION:

In the ceiling above the structure have to
be free

MO air nozzle, fire sensor or similar
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Opel - Yellow Ceiling Module (large — 6 panels)

+  The cailing should ba flat and level.
+ The ceiling and sub structure need 1o be consructed
from a suftable matedal o support the unit

« Floors up to and sumrounding the area should be e .

suitable 10 enable a pallet ruck or equivalent, to J
access the sile. = NS
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«  Calling fedng points

8148

« Weight: 55 kg
«  MNB: Fixture for celling NOT provided

CAUTION:

In the ceiling above the structure have to
be free

NO air nozzle, fire sensor or similar
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= The celling should be flal and lavel.

+ The celling and sub structure need 1o be consructed
from a suitable matedal to support the unit

« Floors up toand sumounding the area should be
sultable to enable a pallet ruck or equivalent, lo
access the sike.

«  Calling relnforcement to suppor the structur
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ling fixing points

« Weight: 50 kg
«  NB: Fixture for ceiling NOT provided

CAUTION:
In the ceiling above the structure have to be free
NO air nozzle, fire sensor or similar

Opel - Yellow Ceiling Module (small - 4 panels)
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Opel - Yellow Ceiling Module (small - 3 panels)

= The ceiling should be flat and level.

= The cedling and sub structure need to be constructed
from a suitable materal to support the unit

= Floovrs up 1o and sumounding the ama should be
suitable to enable a pallet ruck or equivalent, to
access the sike.

= Calling relrforcemeant to support the structune
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= Calling fedng points

- Weight: 45 kg
= NB: Fixture for celling NOT provided

CAUTION:
In the ceiling above the structure have to be free

NO air nozzle, fire sensor or similar
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Peugeot — Dichroic banner

' Reinforcament
- The calling/foor should be flat and level. i: 3 v ‘

+ The ceiling and sub structure need lo be constructed ‘
from a suitable matenal to support the unit

« Floors up to and sumounding the area should ba
suitable to enable a paliet ruck or equivalent, to ‘ |

access the si. b I
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Basa: 20 kg -
Plexiglass panel: 35 kg
Total: 55 kg (NB the obj is freast)

Calling reirfarcement to suppon the structume
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Calling fidng points

The panel is placed on the ground and hooked
to the ceiling to prevent it from tuming over

NB: Fixture for ceiling NOT provided s




Peugeot - Light box

- The ceiling and sub stucture need to be constructed &\\ \ \\\\\\ \\ \\\i\\\\ \i\\\\\\\\\ \ W

from a sultable matedal to suppod the unit

= Floors up to and sumounding the ama should be
suitable lo enable a pallel ruck or equivalent, to
acoess the sk,
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. Eloctric Cable position - electrical setup 220 - :\\\ i:\ T DoAY \\\\\\\

Cable 5 mi lenght (provided)

= Cualling reinforcement to support the structune
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= Calling fiding points

- Weight: 75 kg
= MNB: Fixture for celling NOT provided
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Peugeot - Light box
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13— Electic Cable positian - Eledrical setup
220 \ - Cable Sm length (provided)




