
ARCH STRUCTURE
The arch is made up of a 
structure that serves as a 
support for the brand identity 
in order to highlight and 
differentiate each brand.

LOGOTYPE
The signage is composed 
of 3D letters fixed to a bar 
suspended from the arch. 
Illuminated lettering is optional.

BRAND IDENTITY
Brands can apply their own 
brand identity in the interior 
part of the arch such as badges, 
colour and finishes of their 
choice.

BRAND VISUAL
This is composed of a printed 
visual integrated into a frame. 
There are no restrictions to 
brand expression.

THE ARCH IS COMPOSED OF 4 COMPONENTS 
TO IDENTIFY EACH BRAND AND 
FOR CUSTOMER ORIENTATION.  
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ARCH 
DIMENSIONS

CONSTRUCTION PRINCIPLES

VARIABLE HEIGHT 
DEPENDING ON 
ARCHITECTURE

MINIMUM PASSAGE FOR A CAR

MINIMUM PASSAGE 
FOR A CAR

LARGE VISUALSMALL VISUAL

LENGTH ARCH MAXIMUM 8MLENGTH ARCH MINUMUM 6M

THE DIMENSIONS OF ARCHES CAN BE
ADAPTED TO SUIT THE LAYOUT OF THE 
SHOWROOM AND THE ARCHITECTURE. 

LOW CEILING POSITIONING THE VISUALS IN FRONT OF PILLARS

MINIMUM 
HEIGHT 2M05

MAXIMUM 
HEIGHT 2M30

RULES
The arch has a minimum length 
of 6m and a maximum length of 
8m. Any sizes larger or smaller 
than the standard size have to 
be submitted for approval.



METAL SUPPORT
BRAND  IDENTITY
RAL 9011
Finish: Fine texture

GYPSUM 
ON METAL RAILS 
Gypsum board panel
Painted RAL 9011

FIXED TO 
THE FLOOR

MODULAR METAL  
STRUCTURE

SUSPENDED 
FROM THE 
BUILDING 
STRUCTURE

LOGOTYPE
SUPPORT
RAL 9011
Finish: Fine texture

3D LETTERING
Front finish white 
and the edges 
in ral 9011

CONSTRUCTION PRINCIPLES

ARCH
PRINCIPLES
THE ARCH IS MADE FROM A MODULAR 
METAL INTERNAL STRUCTURE WITH  
GYPSUM FORMWORK THAT SERVES AS 
A SUPPORT FOR THE BRAND IDENTITY.

BRAND IDENTITY
SUPPORT WEIGHT
The brand identity support
weighs 20 kg per linear meter. 
The gypsum structure must 
be calibrated to support this 
weight.
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WALL HEIGHT for SHOP IN SHOP

MIN 2300 mm

MAX 2700 mm
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